Primary Effect

Chemical Burns to
Mechanical Fitter

caustic burns

(_ chemical properies )

hot caustic T0 P| Desired Condition

( datemant by fittar )

( procedure )

took too long to remove
clothes

( fitter tatemeant )

soaked through clothes | Caused

( obsarvation _)

clothes permeable Caused

( obsarvation )

hot caustic contact with | Caused
skin

( fitter's bums to skin )

fitter close to valve Caused

(_ incident report )

fitter sprayed with Caused
caustic

( satemant )

Hot Caustic spray from
valve.

( Valve tell tale hole )

wash down area long
way away

@p Lack Of Control

( building design )

new on the job

( wark history )

inexperienced fitter

( olbservation ) ( 18 yearsold )

didnt think itwas urgent | Caused

( fitter tatemeant )

little experience
elsewhere

( job histary )

More Information Needed

in public view Y| Lack of Control

( location of incident _)

didn'twant to take off his | Caused
clothes

( fitter tatemant )

(_ fitter statement )

standard practice More Information Needed

(_ fitter statement )

normal clothes

(_ satemant )

practice condoned by
management

More Information Needed

material properties Lack Of Control

(_ obsarvation )

)| Lack of Control

path close to valve Y| Lack Of Control

( building layout )

caustic under pressure

@p Desired Condition

( recommisioning line )

open pathway

valve design ETOH Lack Of Control

( design drawings )

( design drawings )

caustic was under
pressure

5TOP| Lack Of Control

( photo/ observation )

insitu 24 months

( maintenance records )

Catastrophic failure of Caused
valve diaphragm =

( physical evidence ) ( inspection _)

wearing action Caused

( obsarvation )

couldn't take the
pressure

@P Lack Of Control

(_ obsarvation )

Lack Of Control

Lack Of Control

Lack Of Control

missed scheduled

replacement ST P| New Primary Effect

-

( maintenance records _)

abrasive environment S'l' P| Lack Of Control

( causlic abrasive _)

-

ST P| Desired Condition

movement of caustic

( obsarvation _)




